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ABSTRACT: The development of stretchable electronics requires the invention of compatible high-performance
power sources, such as stretchable supercapacitors and batteries. In this work, two-dimensional (2D) titanium
carbide (Ti3C2Tx) MXene is being explored for ﬂexible and printed energy storage devices by fabrication of a robust,
stretchable high-performance supercapacitor with reduced graphene oxide (RGO) to create a composite electrode.
The Ti3C2Tx/RGO composite electrode combines the superior electrochemical and mechanical properties of
Ti3C2Tx and the mechanical robustness of RGO resulting from strong nanosheet interactions, larger nanoﬂake size,
and mechanical ﬂexibility. It is found that the Ti3C2Tx/RGO composite electrodes with 50 wt % RGO incorporated
prove to mitigate cracks generated under large strains. The composite electrodes exhibit a large capacitance of 49
mF/cm2 (∼490 F/cm3 and ∼140 F/g) and good electrochemical and mechanical stability when subjected to cyclic
uniaxial (300%) or biaxial (200% × 200%) strains. The as-assembled symmetric supercapacitor demonstrates a
speciﬁc capacitance of 18.6 mF/cm2 (∼90 F/cm3 and ∼29 F/g) and a stretchability of up to 300%. The developed
approach oﬀers an alternative strategy to fabricate stretchable MXene-based energy storage devices and can be
extended to other members of the large MXene family.
KEYWORDS: stretchable supercapacitors, MXene, reduced graphene oxide, composite electrodes, energy storage devices,
stretchable electrodes

A

supercapacitors a promising candidate for wearable and
implantable energy storage devices.
Low-dimensional nanomaterials, such as carbon nanotubes
(CNTs) and graphene, have been widely utilized for
fabricating stretchable supercapacitors because of their
excellent electrochemical performance, high surface area, and

dvances in stretchable electronics, such as stretchable
displays,1,2 artiﬁcial electronic skins,3,4 wearable
sensors,5−7 and implantable devices,8,9 have motivated
the rapid development of compatible power sources (batteries
and supercapacitors)10,11 that are capable of stretching,
deforming, or even conforming to integrate with a variety of
stretchable devices and substrates. Compared with batteries
that have the drawbacks of low cycle stability and power
density, supercapacitors demonstrate exceptional power
density, high cycle eﬃciency, and suﬃcient energy density
for up to a million cycles. These features render stretchable
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Figure 1. Fabrication and characterization of a stretchable Ti3C2Tx MXene/RGO composite electrode. (a) Schematic illustration of the
fabrication process of a stretchable Ti3C2Tx MXene/RGO composite thin ﬁlm electrode. (b) SEM image of the surface morphology of a
Ti3C2Tx MXene/RGO composite thin ﬁlm (∼1 μm) made by applying a uniaxial prestrain (300%). (c) SEM image of the surface morphology
of a Ti3C2Tx MXene/RGO composite thin ﬁlm (∼1 μm) made by applying a biaxial prestrain (200% × 200%). (d) SEM images of the RGO
and Ti3C2Tx MXene nanoﬂakes on Si wafer and (e) their size distributions obtained from SEM image analysis (with 100 ﬂakes analyzed). (f)
AFM image of the Ti3C2Tx MXene nanoﬂakes. (g) Thickness proﬁle of the Ti3C2Tx MXene nanoﬂakes measured by AFM.

structural ﬂexibility.12 Another relatively new 2D material,
Ti3C2Tx (MXene),13,14 has also been investigated for
developing supercapacitors,15 batteries,16 sensors,17 and
electromagnetic interference shielding18 due to its attractive
properties: (1) metal-like electronic conductivity exceeding
10000 S/cm;19 (2) hydrophilic surface groups enabling stable
dispersion in water and various solvents;20 and (3) high
volumetric capacitance up to 1500 F/cm3.21 Although MXenes
have been successfully applied to develop both rigid and
ﬂexible electrochemical supercapacitors,22,23 microsupercapacitors,24,25 and metal-ion batteries,26−28 MXene-based stretchable electronics and energy-storage devices are rarely reported
due to the challenges and constraints originating from the high
modulus of elasticity (3−75 GPa in a dry state)29 and fragility
of MXene ﬁlms made of micrometer-sized ﬂakes after drying.30
For example, An et al. presented a strain sensor based on
MXene/poly(diallyl dimethylammonium chloride), capable of
stretching up to 40% strain.31 However, at the stretched state,
the resistance of the device increased by an order of
magnitude, which does not meet the requirements for
stretchable energy storage applications where devices should
maintain their performance under even larger tensile strains.

Recently, Chang et al. developed a stretchable supercapacitor
with MXene/carbon black/sodium alginate electrodes and
obtained good performance when it was subjected to tensile
strains in the range of 80−100%, but a complicated and timeconsuming manufacturing was required.32 Also, the organic
molecules incorporated into the stretchable MXene supercapacitors may block the accessible surface area of the MXene
sheet, decreasing speciﬁc capacitance. Therefore, it is desirable
to develop a robust supercapacitor by using nanomaterials
which have chemical stability, superior electrochemical
performance, high stretchability, and allow for a simple
fabrication process.
In this work, we have developed a procedure to fabricate
stretchable supercapacitor electrodes using Ti3C2Tx MXenebased composites by adding compliant reduced graphene oxide
(RGO) with stronger intersheet interaction and larger
nanoﬂake size. The Ti3C2Tx/RGO composite electrodes
keep structural integrity and electrical conductivity under
large cyclic strains (i.e., uniaxial 300% and biaxial 200% ×
200% strains). In contrast, the pure Ti3C2Tx electrodes break
into small pieces and display many cracks, leading to
dramatically decreased electrochemical performance. The asB
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Figure 2. Mechanical and electrical characterization of the Ti3C2Tx MXene/RGO composite ﬁlms with diﬀerent percentages of RGO. (a−c)
SEM images of Ti3C2Tx MXene/RGO thin ﬁlms (∼1 μm) at their relaxed states, made by applying a prestrain of 100%, 200%, and 300%,
respectively. The composite ﬁlm maintains the wrinkles/ridges pattern well. (d−f) SEM images of pure Ti3C2Tx MXene thin ﬁlms (∼0.6 μm)
at their relaxed states, made by applying a prestrain of 100%, 200% and 300%, respectively. Many cracks generate after releasing the
substrate prestrain. (g) Ultimate strain of the Ti3C2Tx MXene/RGO composite ﬁlms as a function of the RGO concentration. (h) Variations
of the electrical resistances of the Ti3C2Tx MXene/RGO composite ﬁlms with diﬀerent percentages of RGO as a function of applied
stretching strains from 0 to 300%. (i) The normalized electrical resistances of the Ti3C2Tx MXene/RGO composite ﬁlms with diﬀerent
percentage of RGO subjected to cyclic stretching strain of 250% for up to 1000 cycles.

stretchable MXene/RGO composite ﬁlm electrode. In brief, a
MXene/RGO composite ﬁlm is fabricated by vacuum-assisted
ﬁltration of a solution of MXene and RGO dispersed in
deionized water (Millipore) with a weight ratio of 1:1. Then an
acrylic elastomer substrate (VHB 4910, 3 M, Inc., US) is
stretched to a speciﬁc strain, i.e., 300% uniaxially, and ﬁxed for
the dry transfer of the ﬁlm. The top surface of the as-prepared
MXene/RGO composite ﬁlm that was resting on the
nitrocellulose ﬁlter membrane (0.05 μm pore size, Merck
Millipore Ltd., Ireland) is pressed onto the prestrained
elastomer substrate by hand, and then the ﬁlter membrane is
slowly peeled oﬀ to transfer the MXene/RGO composite onto
the stretched elastomer substrate. Because the adhesion force
between the polymer substrate and the MXene/RGO
composite paper is much larger than the force between the
MXene/RGO composite ﬁlm and the ﬁlter membrane, the
MXene/RGO composite ﬁlm can be easily transferred to the
elastomer substrate. After the dry-transfer step, the substrate is
slowly relaxed along the prestrained direction, allowing the
substrate to restore its original length and form a wrinkled/
ridged pattern (Figure 1b). Diﬀerent magniﬁcations of SEM

prepared Ti3C2Tx/RGO composite electrodes retain their
conductivity after uniaxial stretching up to 250% strain for over
1000 stretching−relaxation cycles. Ti3C2Tx/RGO composite
electrodes demonstrate the highest stretchability and consistent electrochemical performance under extremely large
strains (uniaxially 300% and biaxially 200% × 200%),
exhibiting a speciﬁc areal capacitance of 49 mF/cm 2
(volumetric capacitance of ∼490 F/cm3 and gravimetric
capacitance of ∼140 F/g). Finally, an all-solid-state stretchable
Ti3C2Tx/RGO supercapacitor has been fabricated, and
demonstrates an excellent electrochemical stability and a
speciﬁc capacitance of ∼18.6 mF/cm2 (volumetric capacitance
of ∼90 F/cm3 and gravimetric capacitance of ∼29 F/g). This
research oﬀers an alternative strategy to fabricate highperformance stretchable supercapacitors with MXene, and it
can also be extended to utilize other materials in the MXene
family for ﬂexible electronics and energy devices.

RESULTS AND DISCUSSION
Fabrication and Characterization of Thin Film
Electrodes. Figure 1a shows the fabrication process of a
C
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Figure 3. Electrochemical performance of a stretchable Ti3C2Tx/RGO electrode and a pure Ti3C2Tx MXene electrode. (a) Cyclic
voltammogram (CV) curves of theTi3C2Tx/RGO electrode measured at diﬀerent scan rates in the relaxed state. (b) CV curves of a Ti3C2Tx
MXene/RGO electrode measured at 20 mV/s scan rate under diﬀerent tensile strains (0 to 300%). (c) Speciﬁc capacitances calculated by
galvanostatic charge−discharge (GCD) measurements of a Ti3C2Tx MXene/RGO electrode at diﬀerent charge/discharge current densities
under strains from 0 to 300%. (d) CV curves of a Ti3C2Tx MXene stretchable supercapacitor electrode measured at scan rates from 5 to 50
mV/s in the relaxed state. (e) CV curves of the MXene electrode measured at the scan rate of 20 mV/s under tensile strains from 0 to 300%.
(f) Speciﬁc capacitances calculated from GCD measurements of the Ti3C2Tx MXene electrode at diﬀerent strain states and diﬀerent charge/
discharge current densities. When the tensile strain is larger than 200%, the overall resistance of the Ti3C2Tx MXene ﬁlm becomes very large
due to the cracking of the electrode ﬁlm, leading to dramatic ohmic drop and zero capacitance.

images for the MXene/RGO composite thin ﬁlm in Figure S1
show that the wavelength of wrinkles/ridges is approximately
50 μm. Following the same procedures above, biaxially
stretchable MXene/RGO composite electrodes were also
fabricated (e.g., 200% × 200% prestrain in two orthogonal
directions) (Figure 1c and Figure S2).
It can be seen from the SEM images in Figure 2a−c that the
wrinkled/ridged composite ﬁlms maintain their structural
integrity without any visible cracks formed by applying
diﬀerent uniaxial prestrains of 100%, 200%, and 300%,
respectively. On the contrary, cracking and fragmentation of
the pure MXene electrode ﬁlms fabricated with the same
procedures from all three diﬀerent prestrains was observed, as
shown in Figure 2d−f. The cracks generated in the relaxation
process are attributed to the high mechanical modulus and
small ﬂake size in MXene ﬁlms.29,33 Compared with MXene,
the RGO ﬁlms possess a lower Young’s modulus (<1.5 GPa),
stronger intersheet interaction, and higher elongation-atbreak,34 making it more compliant to the extreme mechanical
deformations in the relaxation process. Additionally, the size of
RGO nanoﬂakes in the composite is measured as 1.74 ± 0.68
μm, whereas the ﬂake size of MXene is 0.116 ± 0.047 μm
(Figure 1d). The small size of the MXene ﬂakes is important to
facilitate ionic transport and achieve good electrochemical
properties. The larger RGO ﬂake size leads to stronger
intersheet interactions by increasing the face-to-face interaction area and reducing the edge-to-edge interactions.35 It has
been reported that the energy of the face-to-face interaction
increases with the ﬂake size and is much larger than the edgeto-edge interaction.36 Additionally, the larger ﬂake size can

have a positive eﬀect on the alignment of the nanoﬂakes in the
vacuum ﬁltration process through the “excluded volume”
interactions. As a result, the MXene/RGO composite ﬁlm
exhibits higher ﬂexibility and larger toughness37 and stays
intact under large mechanical deformations or strains. The
average thickness of a MXene nanoﬂake measured by atomic
force microscopy (AFM) is ∼2.6 nm and corresponds to
single- or double-layer ﬂakes (Figure 1g), consistent with a
previous literature report,30 while the thickness of a single
RGO layer is ∼1.2 nm (Figure S4). RGO nanoﬂakes with
smaller thickness render lower bending stiﬀness, which is also
beneﬁcial for the ﬂexibility of the ﬁlm in the stretchingreleasing deformations.
The surface energies of single-layer RGO and MXene
nanoﬂakes on a SiO2 substrate are then measured by lateral
force microscopy (LFM) using a Si cantilever tip (Figure S5a,b
and d,e). The cross-sectional proﬁles of the friction force of the
MXene and RGO ﬂakes are shown in Figure S5c. These
proﬁles show that the friction force of the Si tip is lower for
MXene surfaces and higher for RGO surfaces compared to the
friction on the SiO2 substrate. This suggests that MXene ﬂakes
have a lower surface energy than RGO ﬂakes (Figure S5f). We
attribute the larger surface energy of the RGO ﬂakes to the
presence of carboxyl and hydroxyl groups on their surfaces.38
The larger surface energy of RGO ﬂakes may lead to stronger
intersheet interactions between RGO ﬂakes, and RGO and
MXene ﬂakes, which also beneﬁts the formation of more
robust composite ﬁlms compared to those obtained with
MXene ﬂakes alone.
D
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measured speciﬁc capacitance can reach ∼40 mF/cm2.
However, when the current density increases to 10 A/g, the
measured speciﬁc capacitance drops to ∼20 mF/cm 2
corresponding to about 50% capacitance retention. The
electrochemical stability of the MXene/RGO composite
electrodes under diﬀerent strains indicates that the pore
structure and accessible active materials may remain the same
under large deformations. The consistent electrochemical
performance of MXene/RGO composite electrodes at diﬀerent
strain states demonstrates that the MXene/RGO composite
ﬁlm is a promising candidate for stretchable supercapacitor
electrodes.
In contrast to the MXene/RGO composite electrodes, pure
MXene supercapacitor electrodes show dramatically decreased
electrochemical performance under large deformations. Figure
3d presents the CV curves of a pure MXene electrode at 0%
strain state and shows that the CV curves become highly
distorted (resistive) when the scan rate increases to 50 mV/s,
conﬁrming the large resistance caused by MXene ﬁlm cracking.
When a uniaxial strain is applied to the electrode, the distance
between cracked MXene ﬂake pieces increases, resulting in
further reduction of the ﬁlm conductivity. As a consequence,
the electrochemical performance of the pure MXene electrode
deteriorates under large mechanical strains from 100% to 300%
(Figure S7). Figure 3e compares the CV of the MXene
electrode under diﬀerent strains at 20 mV/s. It is clear that the
capacitive current of the pure MXene ﬁlm decreases
signiﬁcantly as the applied strain increases. The speciﬁc
capacitance (Figure 3f) reveals that the electrochemical
performance of the pure MXene electrode is signiﬁcantly
aﬀected by the applied strain.15 The speciﬁc capacitance of the
MXene electrode at 1 A/g drops over 50% when a 200% strain
is applied, indicating the loss of active material resulting from
the electrical disconnection of cracked MXene ﬂakes during
the deformation. Moreover, the device fails at current densities
larger than 1 A/g under the strain of 200% or 300% because
high internal resistance leads to an ohmic drop exceeding the
measurable potential range.
Additional details about the properties of the pure MXene
and MXene/RGO composite ﬁlm electrodes can be obtained
from electrochemical impedance spectroscopy (EIS) measurements (Figure S8). Figure S8a,c and Figure S8b,d present the
Nyquist plots of pure MXene ﬁlm electrodes and MXene/
RGO composite ﬁlm electrodes at low frequencies and middleto-high frequencies, respectively. The small resistance at 200
kHz (∼0.6 Ω) indicates the high conductivity of the
electrolyte. For the pure MXene ﬁlm electrode, the resistance
(semicircle) at middle-to-high frequency range increases from
∼25 to ∼200 Ω with applied strains, which is attributed to the
increased ﬁlm resistance under larger deformations. The slope
of EIS curves gradually decreases at low frequencies, indicating
the transition from a capacitive to a resistive response. The
increase of the corresponding real and imaginary impedance
implies less ionic access to the electrode surface and lower
conductivity of the ﬁlm, consistent with the results of CV and
GCD tests. For the MXene/RGO composite electrode, the
semicircle in the Nyquist plot maintains nearly the same values
(∼8−14 Ω) at diﬀerent strains, agreeing well with the
overlapped CV of the MXene/RGO composite electrode in
Figure 3e. Additionally, similar slopes (near vertical) at the low
frequency range represent identical capacitive behavior of the
MXene/RGO composite electrode under diﬀerent strains, also
in good agreement with the CV and GCD measurements.

MXene/RGO composite ﬁlms with RGO weight percentages ranging from 0% to 100% were fabricated and tested to
further study the eﬀect of the RGO on the electrical and
mechanical properties. Figure 2g presents the variation of the
ultimate strain (elongation to failure in the stress−strain curves
in Figure S6) of MXene/RGO composite ﬁlms as a function of
the RGO percentage. It is observed that the ultimate strain
increases with increasing RGO percentage. When the weight
percentage of RGO is greater than 50%, the ultimate strain of
the MXene/RGO composite ﬁlm reaches ∼1% and remains
almost constant. As shown in Figure 2a−c, the stretchability of
MXene/RGO thin ﬁlms with RGO percentage >50% enables
the electrode ﬁlms to remain intact during the stretchingrelaxation process.
The electrical stability as a function of cycling was tested by
measuring the resistance while applying a uniaxial strain of up
to 250% for 1000 stretching-relaxation cycles. The measurements show that MXene/RGO composite ﬁlms with >50%
percentage of RGO maintain a stable resistance after 1000
mechanical cycles (Figure S3), while the resistance of the
MXene/RGO composite thin ﬁlms with RGO percentage of
0% or 25% gradually increases with the mechanical cycles,
indicating the separation or disconnection of the cracked
MXene/RGO ﬁlm pieces. It is noted that although many
cracks are formed in the pure MXene ﬁlm during the initial
relaxation process (Figure 2d−f), the overall resistance of the
MXene ﬁlm remains small during the ﬁrst few stretchingrelaxation cycles (Figure 2h). The low resistance of the MXene
ﬁlm indicates that the cracked MXene ﬂakes are still electrically
connected until approximately 50 cycles. After 50 stretchingrelaxation cycles, the resistance of the pure MXene ﬁlm
increases signiﬁcantly and reaches ∼800 Ω after 1000
mechanical cycles (∼25 times of its original value, as shown
in Figure 2i). Compared to the pure MXene ﬁlm, the resistance
of the MXene/RGO composite (50 wt %) stays constant and
maintains ∼150 Ω after 1000 mechanical cycles. Therefore, the
MXene/RGO composite ﬁlm is more suitable than the pure
MXene ﬁlm for most stretchable applications, and the
composite is more suitable than pure RGO for electronic
applications.
Electrochemical Performance. The resistance of the
MXene/RGO composite ﬁlm increases with the percentage of
RGO (Figure 2h) indicating a trade-oﬀ between the stability
and the electrical conductivity determined by the composition.
For applications requiring thousands of loading cycles, the
MXene/RGO composite ﬁlm with RGO of 50 wt % possesses
the best combination of electrical conductivity and mechanical
robustness. Thus, this MXene/RGO composition was chosen
for further testing as a supercapacitor electrode and compared
with pure MXene ﬁlms. Figure 3a−c shows the electrochemical
performance of a stretchable MXene/RGO composite
electrode, where the cyclic voltammetry (CV) curves of the
stretchable MXene/RGO composite electrode at 0% strain are
rectangular from 5 to 50 mV/s, showing a double-layer
capacitive behavior in the selected narrow voltage window. CV
curves of the stretchable MXene/RGO composite electrode
under diﬀerent strain states are almost identical (Figure 3b and
Figure S7) due to the electrochemical properties of MXene
and the structural integrity of composite ﬁlm maintained under
large deformations. Figure 3c presents the speciﬁc capacitance
of the stretchable MXene/RGO composite electrode from the
galvanostatic charge/discharge (GCD) curves at diﬀerent
strain states. At a small current density of 0.5 A/g, the
E
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Figure 4. Electrochemical performance of a biaxially stretchable Ti3C2Tx MXene/RGO composite supercapacitor electrode. (a) CV curves of
the Ti3C2Tx MXene/RGO electrode measured at diﬀerent scan rates under relaxed state. (b) CV curves of the Ti3C2Tx MXene/RGO
electrode measured at 20 mV/s scan rate under diﬀerent biaxial stretching strains. (c) Nyquist plot of the Ti3C2Tx MXene/RGO electrode
under diﬀerent biaxial strains. (d) Speciﬁc capacitances calculated by GCD measurements of the Ti3C2Tx MXene/RGO electrode at diﬀerent
charge/discharge current densities under diﬀerent stretching strains.

composite electrodes and PVA-H2SO4 gel electrolyte were
fabricated (Figure 5a). The measured CV curves of a
symmetric supercapacitor show a somewhat distorted
rectangular shape at scan rates from 5 to 20 mV/s at the
strain of 0%, i.e., in the relaxed state (Figure 5b), indicating a
capacitive behavior of the electrodes. However, the shape of
the CV curve is resistive at 50 mV/s, revealing an increased
inﬂuence of the internal resistance in the electrode at high
current density. This is further conﬁrmed by the large intercept
(140 Ω) on the Z′ axis in the Nyquist plot (Figure 5d). The
large ﬁlm resistance is attributed to the poor conductivity of
RGO. Nonetheless, the supercapacitor shows stable electrochemical performance when it is subjected to diﬀerent applied
strains (Figure 5c). Similar slopes of the impedance spectra
under diﬀerent strains at low frequency further conﬁrm that
the MXene/RGO stretchable supercapacitor maintains its
electrochemical performance under large mechanical deformations. Figure 5e shows the measured results of the MXene/
RGO supercapacitor by GCD tests under diﬀerent strains. The
triangular shape of the charge−discharge curves veriﬁes that
the main charge storage mechanism in the measured potential
range is the electrochemical double layer (EDL). Similar
charge/discharge times for GCD cycles indicate similar
capacitances for the MXene/RGO supercapacitor at diﬀerent
strain states, which is consistent with the CV and EIS
measurements. The speciﬁc capacitance of the MXene/RGO
supercapacitor is calculated as 18.6 mF/cm2 at the scan rate of
0.1 A/g, based on the GCD tests (Figure 5f), which is
consistent with the measured value (∼40 mF/cm2) of a single

Figure 4 shows the electrochemical performance of a
biaxially stretchable MXene/RGO electrode (200% × 200%).
Compared with the uniaxially stretchable MXene/RGO
electrode, the local deformation of the biaxially stretchable
MXene/RGO is larger (Figure 1c). However, due to the
incorporation of RGO into MXene, the composite electrode is
not broken/cracked during the stretching-relaxation deformation process. The CV curves of the biaxially stretchable
MXene/RGO electrode retain the square-shape at diﬀerent
scan rates, indicating its excellent electrochemical performance
(Figure 4a), and consistent with CV measured at 20 mV/s
under various area strains ranging from 0% to 800% (Figure
4b). The EIS curves of the biaxially stretchable MXene/RGO
composite electrode exhibit similar semicircles (∼4−6 Ω for all
strain states) and slopes at both high and low frequency ranges,
indicating a robust electrochemical performance of the
composite electrode under extreme large strains (Figure 4c).
Figure 4d shows the speciﬁc capacitance of the MXene/RGO
composite electrode under diﬀerent biaxial strains (0% × 0%,
100% × 100%, 200% × 200%). It can be seen that the applied
strain has little inﬂuence on the speciﬁc capacitance of the
MXene/RGO composite electrode. However, the capacitance
decreases from ∼36 mF/cm2 at 0.5 A/g to ∼18 mF/cm2 at 10
A/g with the increased current density for diﬀerent strain
states, which is consistent with the results of uniaxially
stretchable MXene/RGO composite electrodes.
All Solid-State Supercapacitors. To demonstrate the
performance of supercapacitor devices, all-solid-state stretchable supercapacitors with the stretchable MXene/RGO
F

https://dx.doi.org/10.1021/acsnano.9b10066
ACS Nano XXXX, XXX, XXX−XXX

ACS Nano

www.acsnano.org

Article

Figure 5. Electrochemical performance of a stretchable supercapacitor with stretchable Ti3C2Tx MXene/RGO composite electrodes and
sulfuric acid poly(vinyl alcohol) (H2SO4/PVA) gel electrolyte. (a) Scheme of the stretchable Ti3C2Tx MXene/RGO composite
supercapacitor. (b) CV curves of the stretchable SC measured at diﬀerent scan rates in the relaxed state. (c) CV curves of the stretchable SC
at 20 mV/s scan rate under diﬀerent stretching strains. (d) EIS of the stretchable SC at diﬀerent strain states. (e) GCD curves of the
stretchable SC subjected to diﬀerent strains and measured at 0.5 A/g. (f) Speciﬁc capacitance of the stretchable SC measured at diﬀerent
strains and diﬀerent charge/discharge current densities. (g) Constant current charge/discharge (0.5 A/g) curves of the stretchable SC in a
mechanical relax−stretch cycle. (h) Speciﬁc capacitance of the stretchable SC in a mechanical relax−stretch cycle at the charge/discharge
current density of 0.5 A/g. (i) Electrochemical stability of the stretchable SC for 10000 charge/discharge cycles.

electrode considering the halved capacitance in the device. The
speciﬁc capacitance of the supercapacitor is maintained over all
measured current densities at diﬀerent strain states due to the
structural integrity of the MXene/RGO composite electrode.
As shown in Figure 5g,h, the capacitance of the stretchable
supercapacitors exhibits little variation (8%) during multiple
stretching−relaxation cycles from 0% to 300% applied strain.
The primary cause for the slightly reduced capacitance may be
the degradation of contacts between the gel electrolyte and the
electrode in the initial relaxation process, which leads to an
increased resistance of the whole device (Figure 5d). The
electrochemical stability of the supercapacitor is of paramount
importance for the durability of the device in long-term use.
Experimental testing shows that after 10000 GCD cycles at a
scan rate of 1 A/g, the normalized capacitance reduces by
∼15% (Figure 5i). Most of the reduction in electrochemical
performance occurs during the ﬁrst 2000 cycles, and the
capacitance remains nearly constant after 4000 cycles. This
phenomenon indicates the contact between materials remains
intact and there is minimal ﬁlm delamination or damage

occurring during the stability test, which is promising for
realization of this composite system in practical applications.
The volumetric and gravimetric capacitances of stretchable
MXene/RGO composite electrodes and supercapacitors are
also calculated and compared in Figure S9. The thickness of
the ﬁlm electrode is ∼1 μm, which is estimated by AFM scans
of the step height of MXene/RGO composite ﬁlms on a silicon
substrate (Figure S11). The calculated volumetric and
gravimetric capacitance for the MXene/RGO composite
electrodes is around 350−490 F/cm3 and 110−160 F/g at a
scan rate of 0.5 A/g. High volumetric capacitance of
stretchable MXene/RGO composite can be partially attributed
to the high volumetric capacitance of MXene components.
Figure S10 presents the electrochemical performance of a pure
RGO thin ﬁlm electrode. The distorted CV shape at 50 mV/s
and the low slope in the low frequency region of the Nyquist
plot indicate the low conductivity of the RGO thin ﬁlm.
Volumetric capacitance of RGO electrode at the scan rate of 1
A/g is 216 F/cm3, signiﬁcantly smaller than the value of
MXene/RGO composite electrodes due to the smaller
G
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Figure 6. Performance comparison of the developed stretchable Ti3C2Tx MXene/RGO composite electrodes and supercapacitors with other
Ti3C2Tx MXene based electrodes and supercapacitors reported in literature. (a) Comparison of the diﬀerent electrode performances. The
capacitances of Ti3C2Tx MXene/RGO electrodes were obtained from GCD measurements at 1 A/g. Key: red stars, uniaxially stretchable
Ti3C2Tx MXene/RGO composite electrode; hollow stars, biaxially stretchable Ti3C2Tx MXene/RGO composite electrode; squares,
stretchable pure Ti3C2Tx MXene electrode; diamonds, Ti3C2Tx/PVA ﬁlm;23 hexagons, d-Ti3C2Tx under 10 MPa;39 up triangles, sandwiched
Ti3C2Tx/RGO;15 down triangles, Ti3C2Tx/single wall carbon nanotube;15 circles, Ti3C2Tx/carbon black/sodium alginate;32 pentagon,
Ti3C2Tx,40 left triangles, ﬂexible Ti3C2Tx/RGO.41 (b) Comparison of the supercapacitor performance. The capacitances of Ti3C2Tx MXene/
RGO supercapacitor were obtained from GCD measurements at 0.1 A/g. Key: red stars, uniaxially stretchable Ti3C2Tx MXene/RGO
supercapacitor; squares, Ti3C2Tx /carbon black/sodium alginate asymmetric;32 circles, Ti3C2Tx paper;15 up triangles, kirigami Ti3C2Tx/
bacterial cellulose;42 diamonds, Ti3C2Tx/multiwall carbon nanotubes;15 down triangles, Ti3C2Tx paper asymmetric;43 hexagons, Ti3C2Tx
seawater electrolyte;44 left triangles, ﬂexible Ti3C2Tx/RGO.41

during the fabrication process and operation because of the
small mechanical modulus of the hybrid ﬁlm, strong intersheet
interactions, and large nanoﬂake size of RGO. The measurements show that the MXene/RGO supercapacitor electrodes
have suitable performance, which is indicated by a capacitance
of 49 mF/cm2 (∼490 F/cm3 and ∼140 F/g) coupled with
mechanical stretchability (i.e., up to 300% uniaxial and 200% ×
200% biaxial strain) and stable electrochemical properties
during mechanical cycling. It was also demonstrated that an allsolid-state supercapacitor with PVA-H2SO4 gel electrolyte can
achieve a speciﬁc capacitance of 18.6 mF/cm2 (∼90 F/cm3 and
∼29 F/g) and electrochemical stability under various strain
conditions over 10000 electrochemical cycles. Owing to the
superior electrochemical and mechanical performance of the
composite electrode, the stretchable MXene/RGO supercapacitor is expected to have broad applications in wearable
and stretchable electronics.

volumetric capacitance of RGO. Therefore, the MXene/RGO
composite combines the mechanical stability of RGO and large
volumetric capacitance of MXene to realize a stretchable
electrode with high electrochemical performance.
Figure 6a presents a comparison of the electrochemical
performance of the MXene/RGO composite electrodes with
other MXene based electrodes reported in literature, in which
the speciﬁc volumetric capacitances of various MXene
electrodes are plotted versus applied strains. It is obvious
that our stretchable MXene/RGO composite electrodes
provide satisfactory speciﬁc capacitance and the highest
stretchability, up to 800%, achieved among MXene-based
electrodes. Moreover, the speciﬁc capacitance of the MXene/
RGO composite electrode remains nearly unchanged at
diﬀerent mechanical strains, whereas the pure MXene
electrode fabricated by the same process demonstrates a
signiﬁcant loss of capacitance, from 464 F/cm3 under 0% strain
to 36 F/cm3 under 300% strain. Figure 6b shows the
electrochemical performance of the stretchable MXene/RGO
composite supercapacitors together with MXene-based supercapacitors. The stretchable MXene/RGO supercapacitors
demonstrate a similar speciﬁc capacitance but a much larger
stretchability compared with other MXene devices, either
stretchable or rigid. Detailed comparisons of stretchable
MXene/RGO electrodes and supercapacitors with other
MXene based devices are listed in Tables S1 and S2. While
a narrow voltage window was used in this proof of concept
study, the electrodes produced by the same fabrication process
should allow operation in a 1 V window in acidic electrolyte21
or even a wider window in neutral aqueous45 or organic
electrolytes,46 showing even higher capacitance values and a
much larger energy density.

MATERIALS AND METHODS
Ti3C2Tx MXene Synthesis. Ti3C2Tx (MXene) was synthesized by
the selective etching of Al from Ti3AlC2. Commercial Ti2AlC powder
(Kanthal, Sweden) was mixed with TiC in a 1:1 molar ratio and ball
milled for 18 h. Then the mixture was heated to 1350 °C with a ramp
rate of 5 °C/min in a tube furnace under ﬂowing Ar gas. The obtained
brick was ground with a TiN coated milling bit and sieved through a
400 mesh for powder of <38 μm. The Ti3AlC2 powder (2 g) was
slowly added to a mixture of LiF (3.2 g, 0.08 mM) and 9 M HCl (40
mL) for 5 min to avoid overheating due to the exothermic nature of
the reaction. Then the mixture was stirred at 400 rpm for 24 h at 35
°C. After the required reaction time, the mixture was washed through
repeated centrifugation at 3500 rpm (2440 rcf) for 3 min until a dilute
green supernatant and swollen sediment was found (pH = 5). Then
the sediment was redispersed in 100 mL of deionized water and bath
sonicated (40 kHz, Branson Ultrasonic Cleaner) for 1 h. To sediment
large multilayer particles or nonreacted MAX phase, the solution was
centrifuged at 3500 rpm (2440 rcf) for 1 h, and the supernatant was
collected for fabrication of stretchable composites. The concentration
of Ti3C2Tx solution was ∼5 mg/mL.
Reduced Graphene Oxide Synthesis. Reduced graphene oxide
(RGO) was synthesized by hydrazine reduction.47 In brief, 8 mL of

CONCLUSIONS
A simple process for fabricating highly stretchable MXene/
RGO composite thin ﬁlm electrodes and supercapacitors is
presented. The MXene/RGO composite ﬁlm electrodes
maintain their electrical conductivity and structural integrity
H
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graphene oxide solution (5 mg/mL, Graphene Supermarket, USA)
was diluted in 72 mL deionized water (Synergy UV, Millipore, Inc.) in
a glass bottle. The graphene oxide solution was then mixed with 0.28
mL 28% ammonia−water and 80 μL 35% hydrazine. After stirring for
3 min, the solution was cured in a water bath (∼85 °C) for 1 h with
vigorous stirring to reduce the GO for further experimental use.
Fabrication of MXene/RGO Composite Film. The as-prepared
MXene solution and RGO solution were mixed in deionized water
(Synergy UV, Millipore, Inc.) and sonicated for 20 min to obtain a
uniformly dispersed MXene/RGO solution with an RGO weight
percentage of 0%, 25%, 50%, 75%, and 100%. The MXene/RGO ﬁlms
were then fabricated by a vacuum-assisted ﬁltration method. The
MXene/RGO solution was ﬁltered by a nitrocellulose membrane
(0.05 μm pore size, Merck Millipore LTD, Ireland). The resulting
MXene/RGO ﬁlm on the ﬁlter membrane was rinsed with DI water to
remove the excess hydrazine and ammonia and then immediately
immersed in a H2SO4 solution (1 M) and stored in a nitrogen box for
24 h. The MXene/RGO ﬁlm was then rinsed with the DI water and
used for the stretchable electrode fabrication.
Lateral Force Microscopy Measurement. LFM measurements
were conducted with an Asylum AFM MPF3D in ambient
environment, using antimony n-doped Si cantilevers (BRUKER
Model TRESPA-300, spring constant 40 N/m). Topographic height
proﬁles were obtained by tapping mode imaging using a scan size of
20 μm × 20 μm, a scan rate of 0.5 Hz, and a scan angle of 90 deg.
Lateral force images were obtained in contact mode with a tip set
point of 800 mV (4.12 μN), scan size 20 μm × 20 μm, and a scan rate
of 0.3 Hz. The lateral force was calculated by subtracting the lateral
signal from the retrace to trace in the friction loops.
Electrochemical Measurements. The stretchable MXene/RGO
electrodes were tested with a three-electrode setup utilizing a BioLogic SP-200 potentiostat. All the measurements for the stretchable
electrodes were performed with the 1 M H2SO4 electrolyte solution.
Gel electrolyte of PVA-H2SO4 was used for solid-state supercapacitor
measurements. Ag/AgCl in saturated KCl was used as the reference
electrode and a Pt mesh was used as the counter electrode. Pt wire
was utilized as the current collector for the working electrodes,
limiting the voltage window. CV curves were measured conservatively
in the voltage window from −0.2 to 0.2 V vs Ag/AgCl, where doublelayer storage dominates, for all the samples as the goal of the work was
to demonstrate stretchable devices rather that achieve the maximum
possible energy density values. Larger cathodic potential was not
applied due to the high hydrogen catalytical activity of the Pt wire.
The scan rate was set to range from 5 mV/s to 200 mV/s. Constant
current charge/discharge tests were performed in the range from −0.2
to +0.2 V with current densities varying from 0.5 to 10 A/g. EIS
measurements of MXene/RGO composite electrode were performed
at open-circuit-potential (OCP) with the frequency from 200 kHz to
100 mHz, and the amplitude of 10 mV. EIS of the MXene ﬁlm
electrode was measured at 0 V at the same frequency and sinusoidal
amplitude. For the MXene/RGO supercapacitor, the CV measurements were performed from 0 to 0.4 V with a scan rate varying from 5
to 200 mV/s. Galvanostatic charge/discharge (GCD) tests were
performed from 0.1 to 2 A/g. EIS was performed at 0 V with
frequency from 200 kHz to 100 mHz and amplitude of 10 mV.
Electrochemical stability was tested at a constant current charge/
discharge rate of 1 A/g when the supercapacitor was relaxed at 0%
strain. Due to the low accuracy of measurements when material
volumes and/or masses are very small, the areal capacitance is mainly
presented for stretchable MXene/RGO composite electrodes and
supercapacitors based on the electrode area before prestrain
relaxation. Volumetric and gravimetric capacitances are also calculated
and presented to exhibit the electrochemical performance of the
devices. Volumetric capacitances and stretchability of the electrodes
and supercapacitors are compared because this metric is widely
adapted in previous literature where areal capacitance are not always
provided.
Fabrication of All Solid-State Stretchable Supercapacitors.
Two stretchable electrodes were ﬁrst prepared by dry-transferring
MXene/RGO ﬁlm onto prestrained elastomer substrates (VHB 4910,

Article

3 M Inc., US) following the steps shown in the main text. Then the
electrolyte was made by adding 2.5 g of poly(vinyl) alcohol (PVA,
MW 146000−186000, Sigma-Aldrich, Inc.) to 25 mL of 1 M H2SO4.
The solution was further heated up to 90 °C in an oil bath for 1 h
with stirring until it became clear. After cooling, the as-prepared PVAH2SO4 gel was cast onto the top surfaces of stretched MXene/RGO
electrodes, leaving a small margin area uncovered for connecting the
Pt wire current collectors for electrochemical measurements. After
drying in air for about 1 h, the two prestretched MXene/RGO
electrodes were assembled together to form a double layer
electrochemical supercapacitor. In this device, the PVA-H2SO4 gel
serves as both electrolyte and separator. The assembled device was
then tested by a standard two-electrode setup.
MXene and RGO Characterization. Scanning electron microscope (SEM) images were taken using a FEI XL30 system and a FEI
Apreo S system. Atomic Force microscopy (AFM) images were taken
by using an Asylum AFM MPF3D system and a Digital Instruments
Dimension 3100 system. Raman analyses were carried out at room
temperature with a 633 nm later excitation, using a Horiba Jobin Yvon
LabRAM ARAMIS system. X-ray photoelectron spectroscopy was
performed by using a Kratos Analytical Axis Ultra system. Resistance
of the thin ﬁlms was measured in the diagonal direction by using a
Flukes 77 IV Multimeter. The average of ﬁve measurements is
reported.
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